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Instruct the customer how to operate it correctly referring to the instruction manual.

Motion sensor

Installation of the motion sensor

① Loosen the bolts which fix the panel, and make a gap between the panel and the indoor unit.
② Pass the wiring of the motion sensor through the opening of the panel.
③ Hang the wiring on the hook which is on the panel's inside.
④ Pass the wiring through the opening of the control box.
⑤ Connect the connecter to CNL(3P,Black) on PWB in the contorl box. 
⑥ Tighten the bolts which fix the panel.
⑦ Install the motion sensor on the panel.
⑧ Fix the motion sensor by the screw.
⑨ Reinstall the control lid, and tighten 2 screws. 

Installing the motion sensor
It is possible to install the motion sensor by replacing with a corner lid on the panel.

Aim of the detectable scope 

① Install the panel onto the indoor unit according to the installation manual for the panel.
② Remove the inlet grille.
③ Remove the corner lid (A) located on the panel. 
④ Loosen 2 screws for the control lid. (It is unnecessury to remove the screws.)
⑤ Slide the control lid, and open and remove it.

Preparation before installation

Hight of the ceiling 2.7

about 4.5

about 6.4

3.5

about 6.4

about 8.3

4.0

about 7.6

about 9.5

Detectable scope①

Detectable scope②

● Connect the wiring to the PWB in the control box on the indoor unit and hold the wiring 
 securely so as not to apply unexpected stress on the PWB.
 Loose connection or hold will cause abnormal heat generation or fire.

● Make sure the power supply is turned off when electric wiring work.
 Otherwise, electric shock, malfunction and improper running may occur.

● DO NOT install the motion sensor kit at the following places in order to aboid malfunction.

● DO NOT leave the motion sensor without the cover.
In case the cover needs to be detached, protect the motion sensor with a packaging or bag. 

      In order to keep it away from water and dust.

(1) Places exposed to direct sunlight
(2) Places near heat devices
(3) High humidity places
(4) Hot surface or cold surface enough to 

generate condensation
(5) Places exposed to oil mist or steam directly
(6) Places affected by the direct airflow of the 

Indoor unit.

(7) Places where the motion sensor is 
influenced by the fluorescent lamp or 
sunlight

(8) Places where the motion sensor is affected 
by infrared rays of any other communication 
devices

(9) Places where some object may obstruct 
the motion sensor

WARNING

CAUTION

For the installation method of the air conditioner itself, refer to the installation manual enclosed in the 
package.

Attention

Setting the motion sensor
The motion sensor will not function if it is only installed.
Set the function of the motion sensor by the wired or wireless remote controller.
Refer to the manual instraction of each remote controller for the setting procedure.

Note: It is not possible to set by the following remote controller models or older.
          Wired:RC-EX1A, RC-E5, RCH-E3
          Wireless: RCN-E1R

Refrigerant pipes
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Drain pipe

Accessories
Please make sure that you have the motion sensor.
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① 拧松面板固定螺栓，在面板和室内机之间留出缝隙。
② 从面板的开口处穿过运动传感器的配线。
③ 将配线挂在面板内部的挂钩上。
④ 从控制盒的开口处穿出配线。
⑤ 将接头连接到控制盒中电路板上的CNL（3P，黑色）。  
⑥ 拧紧面板固定螺栓。
⑦ 在面板上安装运动传感器。
⑧ 用螺钉固定运动传感器。
⑨ 重新安装控制盖并拧紧2颗螺钉。  

① 拧松面板固定螺栓，在面板和室内机之间留出缝隙。
② 从面板的开口处穿过运动传感器的配线。
③ 将配线挂在面板内部的挂钩上。
④ 从控制盒的开口处穿出配线。
⑤ 将接头连接到控制盒中电路板上的CNL（3P，黑色）。  
⑥ 拧紧面板固定螺栓。
⑦ 在面板上安装运动传感器。
⑧ 用螺钉固定运动传感器。
⑨ 重新安装控制盖并拧紧2颗螺钉。  

① 按照附带的面板安装说明书将面板安装在室内机组上。
② 拆下进气格栅。
③ 拆下面板一侧的边角盖(A)。 
④ 松开控制盖的2颗螺钉。（不需要拆下螺钉。）
⑤ 滑动控制盖，然后打开并拆下。
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可检测范围①

③ 设定运动传感器

备注：无法使用以下遥控器型号或更早型号进行设定。
 有线：RC-EX1A，RC-E5，RCH-E3
 无线：RCN-E1R

●将配线连接到室内机组上控制盒中的电路板，为使外力不传到电路板，固定配线。

●切断总电源后，进行电气作业。否则，易造成触电、故障以及运行不良。

●请勿在以下位置放置运动传感器组件以避免发生故障。

●请勿取下运动传感器上的盖子。
需要取下盖子，请不要使运动传感器沾上垃圾和水分等，应放入捆扎箱子或捆
扎袋，予以保护。

⑴阳光直射的地方

⑵靠近加热装置的地方

⑶非常潮湿的地方

⑷安装面有发热或凝结的地方

⑸油的飞沫和蒸气直接接触的地方

⑹正对室内机组吹出空气的地方

⑺运动传感器易受荧光灯或日光直射的

地方

⑻运动传感器易受其它通信设备红外线

影响的地方

⑼运动传感器易被其它障碍物遮挡的地

方

用户须知

请指导用户按说明书上的说明进行操作。

关于空调主机的安装方法，请参考随机附送的安装说明书。

① 附件
请确认是否有运动传感器。

运动传感器

② 安装运动传感器
通过更换面板上的边角盖，可安装运动传感器。 如果安装好运动传感器后并不起作用。

请使用有线或无线遥控器设定运动传感器的功能。

有关设定步骤，请参见各遥控器的说明书。
可检测范围的目标 

室内机组

天花板高度

可检测范围②

2.7

大约4.5

大约6.4

2.7

大约4.5

大约6.4

3.5

大约6.4

大约8.3

3.5

大约6.4

大约8.3

4.0

大约7.6

大约9.5

4.0

大约7.6

大约9.5

安装前的准备

制冷剂配管

运动传感器的安装

排水配管
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运动传感器套件
安装说明书
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