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B | SRK20ZT-WF, SRK25ZT-WF, SRK35ZT-WF, SRK50ZT-WF

Wireless Remote

Titanium & Black(-WFT) Controller

Comfort for Your Home

The ZT-WF Series by Mitsubishi Heavy Industries
combines modern design, high energy efficiency, and
reliable performance at low outdoor temperatures.
Created for the contemporary home, it provides comfort,
intelligent control, and stylish color options to
complement any interior.

Black(-WFB)

Design and Convenience

An elegant, timeless design suitable for small and
medium-sized residential spaces, available in three color
options: Pure White, Matte Black, Titanium & Black. The
model features a newly designed indoor unit fan for SRC50ZT-WB  SRC20,2535ZT-WB  SRC50ZT-W  SRC20,2535ZT-W
improved air distribution, as well as Jet Technology, which

delivers quiet airflow and greater air-throw distance. For

even greater comfort, a Silent Outdoor Unit Mode is

included, ensuring quieter operation.

A o'r
| -

b

- Uncompromisin
Efficiency and technologies *ﬂ & heating

Improved SCOP and SEER values for higher energy -20 Evenat -20°C

efficiency

Energy Class A+++ for cooling and A+++ for heating
(models 20ZT-WF and 25ZT-WF)

Energy Class A+++ for cooling and A++ for heating
(model 35ZT-WF)

Maintains nominal heating capacity at —10°C

Built-in Wi-Fi module for remote control
Environmentally friendly R32 refrigerant with low global
warming potential




MITSUBISHI

HEAVY INDUSTRIES

R32 refrigerant models are more environmentally friendly and

up to 5% more efficient than the R410A refrigerant models.

Indoor unit SRK20ZT-WF,-WFB,-WFT | SRK25ZT-WF,-WFB,-WFT | SRK35ZT-WF,-WFB-WFT | SRK50ZT-WF,-WFB,-WFT
Outdoor unit SRC20ZT-W,WB SRC25ZT-W,WB SRC35ZT-W,WB SRC50ZT-W,WB
Power supply 1 Phase, 220 - 240V, 50Hz
Cooling capacity (Min~Max) kW 2.0(0.9-2.9) 25(0.9-3.3) 3.5(0.9-4.0) 5.0(1.3-5.4)
Heating capacity (Min~Max) kW 2.7(0.9-4.5) 3.2(0.9-47) 4.0(0.9-5.0) 58(1.3-6.4)
Power consumption Cooling/Heating kW 0.42/0.53 0.57/0.70 0.88/0.91 1.43/1.48
EER/COP Cooling/Heating 4.76/5.09 4.39/4.57 3.98/4.40 3.50/3.92
Energy class Cooling/Heating At++ [ At++ At++ [ Attt Attt [ A++ A++ [ At++
SEER 9.5 9.5 8.7 7.5
SCOP (temperate climate) 5.1 5.1 4.9 4.7
Design capacity Cooling/Heating at -10°C kW 2126 25127 35/3 5/3,8
Annual energy consumption Cooling/Heating
2602 hours / 4910 hours kWh/a 741714 93 /741 141/858 23411133
Pre-estimated annual costs for cooling/heating € 10€/93€ 12€/97 € 18€/111€ 30€/147€
Sound power Indoor Oxnaxpare (Hi/Me/Lo/Ulo) 19/ 22125/ 32 19/23/28/35 19/26/30/38 22/29/36/45
level P Oronnenve (Hi/Me/Lo/Ulo) | dB(A) 19/23/29/34 19/24/30/38 19/25/36/40 2413113744
Outdoor | OxnaxgaHe/OTonneHne 42143 45/ 46 50/48 50/51
Indoor Oxnaxpate (Hi/Me/Lo/Ulo) 9.0/70/59/50 |10.0/8.3/6.0/5.0 | 10.0/8.6/6.3/5.0 | 13.3/10.0/7.6/5.7
Air flow Oronnetve (Hi/Me/Lo/Ulo) | m*min | 9.4/8.4/6.4/53 | 10.6/9.0/6.5/5.3 | 11.3/10.0/6.7/5.3 | 13.5/10.6/8.8/6.6
Outdoor | Oxnaxnane/OTonneHue 21.8/21.8 23.3/25.3 29.9/26.4 29.8/29.8
Exterior Indoor ’ : 290 x 870 x 230
dimensions il || VCEBTSEREE i 540 x 780 (+62) x 290 595 x 780 (+62) x 290
Weight Indoor/Outdoor kg 10.5/33.0 11.0/33.5 [ 11.0/33.0
Refrigerant Type/GWP R32/675
Piping size Liquid/Gas @ mm 6.35 (1/4") 1 9.52 (3/8") 6.35 (1/4") 1 12.7 (1/12")
Refrigerant line length m Max. 20 [15] Max. 25 [15]
Height difference Igigsltgxgls m Max. 15 / Max. 15 Max. 20 / Max. 20
Outdoor temperature Cooling c -15~50
operating range Heating -20 ~ 24
Filter Allergen Clear Filter x 1, Photocatalytic Washable Deodorizing Filter x 1
Price Pure White 1015 €/1985.17 BGN|1109 €/ 2169.02 BGN| 1279 € / 2501.51 BGN | 1655 € / 3236.90 BGN
Price Black & White / Titanium 1139 €/ 2227.69 BGN |1235 € / 2415.45 BGN | 1405 € / 2747.94 BGN | 1779 € | 3479.42 BGN
Price for outdoor black unit +150 €/ +293.37 BGN

The data are measured under the following conditions (ISO-T1): Cooling: indoor temp. 27°CDB, 19°CWB and outdoor temp. 35°CDB.
Indicates the value in an anechoic chamber. During operation these values are somewhat higher due to ambient conditions.
SEER/SCOP - seasonal coefficients for the entire cooling/heating season, according to EN14825: 2016 and Regulation (EU) No.2016/2281.

Annual electricity consumption is based on test results according to

the standard.

The actual electricity consumption will depend on how the appliance is used and where it is installed.
The pre-estimated annual costs for cooling/heating are based on the electricity rate for daily tariff as of March 2026 — € 0,13 / 0,254 BGN with VAT.
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Exclusive distributor for Bulgaria of air conditioning systems MITSUBISHI HEAVY INDUSTRIES.

Authorized dealer:

Scan and
see the models




